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Obtain underlying software for each cartridge to be sourced from cartridge library
510

Develop cartridge implementation that complies with constraints of cartridge
framework specifications (cartridge lifecycle and provided framework of hooks,

etc.)
520
Create distribution package for each cartridge that enables cartridge to be
available system-wide as standard software
530
Install distribution package(s) at each node as a cartridge library
540

Fig. 5
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Receive request from broker to configure a new cartridge
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Using configuration information from broker request, establish secure container
associated with a unique user on the node
620

/

Call ‘configure’ hook for the cartridge type indicated in the broker request, where
cartridge library is invoked by the call and supplied with information to make a
cartridge instance for the container that is unique to the container

630

4

Cartridge library acts on the configure hook call by setting up a cartridge instance
in the secure container and returning addressable information back to the call
640

Fig. 6
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1
MULTI-TENANT PLATFORM-AS-A-SERVICE
(PAAS) SYSTEM IMPLEMENTED IN A
CLOUD COMPUTING ENVIRONMENT

REFERENCE TO RELATED APPLICATION

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/461,584, filed on May 1, 2012, the entirety of
which is incorporated herein by reference.

TECHNICAL FIELD

The embodiments of the invention relate generally to plat-
form-as-a-service (PaaS) environments and, more specifi-
cally, relate to cartridges in a multi-tenant PaaS system imple-
mented in a cloud computing environment.

BACKGROUND

Cloud computing is a computing paradigm in which a
customer pays a “cloud provider” to execute a program on
computer hardware owned and/or controlled by the cloud
provider. It is common for cloud providers to make virtual
machines hosted on its computer hardware available to cus-
tomers for this purpose. The cloud provider typically pro-
vides an interface that a customer can use to requisition vir-
tual machines and associated resources such as processors,
storage, and network services, etc., as well as an interface a
customer can use to install and execute the customer’s pro-
gram on the virtual machines that the customer requisitions,
together with additional software on which the customer’s
program depends. For some such programs, this additional
software can include software components, such as a kernel
and an operating system. Customers that have installed and
are executing their programs “in the cloud” typically commu-
nicate with the executing program from remote geographic
locations using Internet protocols.

For programs that are web applications, the additional soft-
ware can further include such software components as
middleware and a framework. Web applications are programs
that receive and act on requests in web or other Internet
protocols, such as Hypertext Transfer Protocol (HTTP). It is
common for a user to use a web application by using a
browser executing on the user’s client computer system to
send requests in a web protocol via the Internet to a server
computer system on which the web application is executing.
It is also common for automatic user agents to interact with
web applications in web protocols in the same fashion.

While many web applications are suitable for execution in
the cloud, it often requires significant expertise and effort in
order to install, execute, and manage a web application in the
cloud. For example, an administrator typically must identify
all of the software components that a web application needs in
order to execute, and what versions of those software com-
ponents are acceptable. In addition, the administrator typi-
cally should obtain, install, and appropriately configure each
such software component, as well as the application itself.
Where this high level of expertise and effort has been invested
in order to get a web application running on a particular
hypervisor and in a particular provider’s cloud, a similarly
high level of expertise and effort usually should be subse-
quently invested to execute the web application instead or in
addition on a different hypervisor and/or in a different par-
ticular provider’s cloud. Also, it can be difficult to obtain
useful information about how the application is performing
and otherwise behaving when executing in the cloud.

10

20

30

40

45

55

2

Accordingly, software and/or hardware facilities for facili-
tating the execution of web applications in the cloud have
been introduced, and are known as Platform-as-a-Service
(PaaS) offerings. PaaS offerings typically facilitate deploy-
ment of applications without the cost and complexity of buy-
ing and managing the underlying hardware and software and
provisioning hosting capabilities, providing all of the facili-
ties required to support the complete life cycle of building and
delivering web application and service entirely available
from the Internet. Typically, these facilities operate as one or
more virtual machines (VMs) running on top of a hypervisor
in a host server.

In present PaaS offerings, customers’ deployed applica-
tions can differ widely in terms of the functionality and pro-
tocols relied on. For example, one customer may rely on a
JBoss™ runtime environment, while another customer may
rely on an Apache web server environment with a Ruby
runtime language. Current PaaS systems offer support for
various different functionalities and protocols that are neces-
sary to run applications. These functionalities and protocols
are provided without requiring the customer to administer or
update the included feature. However, the current PaaS sys-
tems have not provided a solution for providing the various
different functionalities and protocols in a multi-tenant envi-
ronment with a different customers consuming different func-
tionalities and protocols while running on the same node.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will be understood more fully from the
detailed description given below and from the accompanying
drawings of various embodiments of the invention. The draw-
ings, however, should not be taken to limit the invention to the
specific embodiments, but are for explanation and under-
standing only.

FIG. 1 is a block diagram of a network architecture in
which embodiments of the invention may operate;

FIG. 2 is a block diagram of a PaaS system architecture
according to an embodiment of the invention;

FIG. 3 is a block diagram of a communication infrastruc-
ture between a server orchestration system and a node accord-
ing to embodiments of the invention;

FIG. 4 is a block diagram of a container having cartridge
instances that provide functionality for an application in a
multi-tenant PaaS system according to embodiments of the
invention;

FIG. 5 is a flow diagram illustrating a method for estab-
lishing a cartridge library on a node of a multi-tenant PaaS
system according to an embodiment of the invention;

FIG. 6 is a flow diagram illustrating a method for instanti-
ating a cartridge instance on a node according to an embodi-
ment of the invention; and

FIG. 7 illustrates a block diagram of one embodiment of a
computer system.

DETAILED DESCRIPTION

Embodiments of the invention provide for cartridges in a
multi-tenant PaaS system implemented in a cloud computing
environment. A method of embodiments of the invention
includes maintaining, by a virtual machine (VM) executing
on a computing device, a cartridge library comprising car-
tridge packages that provide functionality for multi-tenant
applications executed by the VM, receiving a request to con-
figure a cartridge on the VM, wherein the cartridge provides
functionality for a multi-tenant application executed by the
VM, establishing a container to provide process space for the
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functionality of the cartridge, calling a configure hook for a
type of the cartridge, and in response to calling the configure
hook, embedding an instance of the cartridge in the container,
the instance of the cartridge obtained from a cartridge pack-
age of the cartridge library.

In the following description, numerous details are set forth.
It will be apparent, however, to one skilled in the art, that the
present invention may be practiced without these specific
details. In some instances, well-known structures and devices
are shown in block diagram form, rather than in detail, in
order to avoid obscuring the present invention.

Some portions of the detailed descriptions which follow
are presented in terms of algorithms and symbolic represen-
tations of operations on data bits within a computer memory.
These algorithmic descriptions and representations are the
means used by those skilled in the data processing arts to most
effectively convey the substance of their work to others
skilled in the art. An algorithm is here, and generally, con-
ceived to be a self-consistent sequence of steps leading to a
desired result. The steps are those requiring physical manipu-
lations of physical quantities. Usually, though not necessarily,
these quantities take the form of electrical or magnetic signals
capable of being stored, transferred, combined, compared,
and otherwise manipulated. It has proven convenient at times,
principally for reasons of common usage, to refer to these
signals as bits, values, elements, symbols, characters, terms,
numbers, or the like.

It should be borne in mind, however, that all of these and
similar terms are to be associated with the appropriate physi-
cal quantities and are merely convenient labels applied to
these quantities. Unless specifically stated otherwise, as
apparent from the following discussion, it is appreciated that
throughout the description, discussions utilizing terms such
as “sending”, “receiving”, “attaching”, “forwarding”, “cach-
ing”, “executing”, “applying”, “identifying”, “configuring”,
“establishing”, or the like, refer to the action and processes of
a computer system, or similar electronic computing device,
that manipulates and transforms data represented as physical
(electronic) quantities within the computer system’s registers
and memories into other data similarly represented as physi-
cal quantities within the computer system memories or reg-
isters or other such information storage, transmission or dis-
play devices.

The present invention also relates to an apparatus for per-
forming the operations herein. This apparatus may be spe-
cially constructed for the required purposes, or it may com-
prise a general purpose computer selectively activated or
reconfigured by a computer program stored in the computer.
Such a computer program may be stored in a machine read-
able storage medium, such as, but not limited to, any type of
disk including floppy disks, optical disks, CD-ROMs, and
magnetic-optical disks, read-only memories (ROMs), ran-
dom access memories (RAMs), EPROMs, EEPROMs, mag-
netic or optical cards, or any type of media suitable for storing
electronic instructions, each coupled to a computer system
bus.

The algorithms and displays presented herein are not inher-
ently related to any particular computer or other apparatus.
Various general purpose systems may be used with programs
in accordance with the teachings herein, or it may prove
convenient to construct more specialized apparatus to per-
form the required method steps. The required structure for a
variety of these systems will appear as set forth in the descrip-
tion below. In addition, the present invention is not described
with reference to any particular programming language. It
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will be appreciated that a variety of programming languages
may be used to implement the teachings of the invention as
described herein.

The present invention may be provided as a computer
program product, or software, that may include a machine-
readable medium having stored thereon instructions, which
may be used to program a computer system (or other elec-
tronic devices) to perform a process according to the present
invention. A machine-readable medium includes any mecha-
nism for storing or transmitting information in a form read-
ableby amachine (e.g., a computer). For example, a machine-
readable (e.g., computer-readable) medium includes a
machine (e.g., a computer) readable storage medium (e.g.,
read only memory (“ROM”), random access memory
(“RAM”), magnetic disk storage media, optical storage
media, flash memory devices, etc.), etc.

Embodiments of the invention provide for cartridges in a
multi-tenant PaaS system implemented in a cloud computing
environment. In the multi-tenant PaaS environment, each
node (e.g., virtual machine (VM)) in the PaaS environment
runs multiple applications. Embodiments of the invention
provide for configuring each node (e.g., VM) in the multi-
tenant Paa$S system to utilize a cartridge library as the source
for specific application functionality for each application run-
ning on the node. Each node includes a cartridge library
containing all currently available cartridges provided by the
PaaS platform (e.g., JBoss™, Apache™, PHP™, Per]™,
Python™, Ruby™, Jenkins™, MySQL™, Mongo™, etc.).
As applications are created on the node, these applications
may embed an instance of one or more cartridges from the
cartridge library to provide desired functionality for the appli-
cation. Different applications/containers on the node may
embed different cartridge instances, depending on the func-
tion of the application. In addition, each application container
is created to support multiple networking ports for the poten-
tial cartridge instances that may be embedded in the applica-
tion container—e.g., Hypertext Transfer Protocol/Hypertext
Transfer Protocol Secure (HTTP/HTTPS) port, Secure Shell
(SSH) port, and a custom port.

FIG. 1 is a block diagram of a network architecture 100 in
which embodiments of the invention may operate. The net-
work architecture 100 includes a cloud 130 managed by a
cloud provider system 104. The cloud 130 provides VMs,
such as VMs 111, 112, 121, and 122. Each VM is hosted on a
physical machine, such as host 1 110 through host N 120,
configured as part of the cloud 130. In some embodiments, the
host machines 110, 120 are often located in a data center. For
example, VMs 111 and 112 are hosted on physical machine
110 in cloud 130 provided by cloud provider 104. Users can
interact with applications executing on the cloud-based VMs
112, 112, 121, 122 using client computer systems, such as
clients 160, 170 and 180, via corresponding web browser
applications 161, 171 and 181.

Clients 160, 170 and 180 are connected to hosts 110, 120
and the cloud provider system 104 via a network 102, which
may be a private network (e.g., a local area network (LAN), a
wide area network (WAN), intranet, or other similar private
networks) or a public network (e.g., the Internet). Each client
160, 170, 180 may be a mobile device, a PDA, a laptop, a
desktop computer, or any other computing device. Each host
110, 120 may be a server computer system, a desktop com-
puter or any other computing device. The cloud provider
system 104 may include one or more machines such as server
computers, desktop computers, etc.

In one embodiment, the cloud provider system 104 is
coupled to a cloud controller 108 via the network 102. The
cloud controller 108 may reside on one or more machines
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(e.g., server computers, desktop computers, etc.) and may
manage the execution of applications in the cloud 130. In
some embodiments, cloud controller 108 receives commands
from PaaS provider controller 130. Based on these com-
mands, the cloud controller 108 provides data (e.g., such as
pre-generated images) associated with different applications
to the cloud provider system 104. In some embodiments, the
data may be provided to the cloud provider 104 and stored in
an image repository 106, in an image repository (not shown)
located on each host 110, 120, or in an image repository (not
shown) located on each VM 111, 112, 121, 122.

Upon receiving a command identifying specific data (e.g.,
application data and files used to initialize an application on
the cloud), the cloud provider 104 retrieves the corresponding
data from the image repository 106, creates an instance of it,
and loads it to the host 110, 120 to run on top of a hypervisor
(not shown) asa VM 111, 112, 121, 122 or withina VM 111,
112, 121, 122. In addition, a command may identify specific
data to be executed on one or more of the VMs 111, 112, 121,
122. The command may be received from the cloud controller
108, from a PaaS Provider Controller 130, or a user (e.g., a
system administrator) via a console computer or a client
machine. The image repository 106 may be local or remote
and may represent a single data structure or multiple data
structures (databases, repositories, files, etc.) residing on one
or more mass storage devices, such as magnetic or optical
storage based disks, solid-state drives (SSDs) or hard drives.

While various embodiments are described in terms of the
environment described above, those skilled in the art will
appreciate that the facility may be implemented in a variety of
other environments including a single, monolithic computer
system, as well as various other combinations of computer
systems or similar devices connected in various ways. For
example, the data from the image repository 106 may run
directly on a physical host 110, 120 instead of being instan-
tiated on a VM 111, 112, 121, 122.

FIG. 2 is a block diagram of a PaaS system architecture
200. The PaaS architecture 200 allows users to launch soft-
ware applications in a cloud computing environment, such as
cloud computing environment provided in network architec-
ture 100 described with respect to FIG. 1. The PaaS system
architecture 200, in one embodiment, includes a client layer
210, a broker layer 220, and a node layer 230.

In one embodiment, the client layer 210 resides on a client
machine, such as a workstation of a software developer, and
provides an interface to a user of the client machine to a
broker layer 220 of the PaaS system 200. For example, the
broker layer 220 may facilitate the creation and deployment
on the cloud (via node layer 230) of software applications
being developed by an end user at client layer 210.

In one embodiment, the client layer 210 includes a source
code management system 212, sometimes referred to as
“SCM” or revision control system. One example of such an
SCM or revision control system is Git, available as open
source software. Git, and other such distributed SCM sys-
tems, usually include a working directory for making
changes, and a local software repository for storing the
changes. The packaged software application can then be
“pushed” from the local Git repository to a remote Git reposi-
tory. From the remote repository, the code may be edited by
others with access, or the application may be executed by a
machine. Other SCM systems work in a similar manner.

The client layer 210, in one embodiment, also includes a set
of command tools 214 that a user can utilize to create, launch,
and manage applications. In one embodiment, the command
tools 214 can be downloaded and installed on the user’s client
machine, and can be accessed viaa command line interface or
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a graphical user interface, or some other type of interface. In
one embodiment, the command tools 214 expose an applica-
tion programming interface (“API”) of the broker layer 220
and perform other applications management tasks in an auto-
mated fashion using other interfaces, as will be described in
more detail further below in accordance with some embodi-
ments.

In one embodiment, the broker layer 220 acts as middle-
ware between the client layer 210 and the node layer 230. The
node layer 230 includes the nodes 232 on which software
applications 235 are provisioned and executed. In one
embodiment, each node 232 is a VM provisioned by an Infra-
structure as a Service (IaaS) provider, such as Amazon™ Web
Services. In other embodiments, the nodes 232 may be physi-
cal machines or VMs residing on a single physical machine.
In one embodiment, the broker layer 220 is implemented on
one or more machines, such as server computers, desktop
computers, etc. In some embodiments, the broker layer 220
may be implemented on one or more machines separate from
machines implementing each of the client layer 210 and the
node layer 230, or may implemented together with the client
layer 210 and/or the node layer 230 on one or more machines,
or some combination of the above.

In one embodiment, the broker layer 220 includes a broker
222 that coordinates requests from the client layer 210 with
actions to be performed at the node layer 230. One such
request is new application creation. In one embodiment, when
a user, using the command tools 214 at client layer 210,
requests the creation of a new application 235, or some other
action to manage the application 235, the broker 222 first
authenticates the user using an authentication service 224. In
one embodiment, the authentication service may comprise
Streamline™, or may comprise some other authentication
tool. Once the user has been authenticated and allowed access
to the system by authentication service 224, the broker 222
uses a server orchestration system 226 to collect information
and configuration information about the nodes 232.

In one embodiment, the broker 222 uses the Marionette
Collective™ (“MCollective™”) framework available from
Puppet Labs™ as the server orchestration system 226, but
other server orchestration systems may also be used. The
server orchestration system 226, in one embodiment, func-
tions to coordinate server-client interaction between multiple
(sometimes a large number of) servers. In one embodiment,
the servers being orchestrated are nodes 232, which are acting
as application servers and web servers.

For example, if the broker 222 wanted to shut down all
applications 235 on all even numbered nodes out of 100,000
nodes, the broker 222 would only need to provide one com-
mand to the server orchestration system 226. Then, the server
orchestration system 226 would generate a separate message
to all nodes 232 to shut down all applications 235 if the node
232 is even, and distribute the messages to the nodes 232
using a messaging and queuing system. Thus, in one embodi-
ment, the broker 222 manages the business logic and model
representing the nodes 232 and the applications 235 residing
onthe nodes, and acts as a controller that generates the actions
requested by users via an API of the client tools 214. The
server orchestration system 226 then takes those actions gen-
erated by the broker 222 and orchestrates their execution on
the many nodes 232 managed by the system.

In one embodiment, the information collected about the
nodes 232 can be stored in a data store 228. In one embodi-
ment, the data store 228 can be a locally-hosted database or
file store, or it can be a cloud based storage service provided
by a Storage-as-a-Service (SaaS) storage provider, such as
Amazon™ S3™ (Simple Storage Service). The broker 222
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uses the information about the nodes 232 and their applica-
tions 235 to model the application hosting service and to
maintain records about the nodes. In one embodiment, node
232 data is stored in the form of a JavaScript Object Notation
(JSON) blob or string that maintains key-value pairs to asso-
ciate aunique identifier, a hostname, a list of applications, and
other such attributes with the node.

In embodiments of the invention, the PaaS system archi-
tecture 200 of FIG. 2 is a multi-tenant PaaS environment. In a
multi-tenant PaaS environment, each node 232 runs multiple
applications 235 that may be owned or managed by different
users and/or organizations. As such, a first customer’s
deployed applications 235 may co-exist with any other cus-
tomer’s deployed applications on the same node 232 (VM)
that is hosting the first customer’s deployed applications 235.

In addition, each node also maintains a cartridge library
237. The cartridge library 237 maintains multiple software
components (referred to herein as cartridges) that may be
utilized by applications 235 deployed on node 232. A car-
tridge can represent a form of support software providing the
functionality needed to run an application 235. In one
embodiment, the cartridges are maintained that support lan-
guages such as JBoss™, PHP, Ruby, Python, Perl, and so on.
In addition, cartridges may be provided that support data-
bases, such as MySQL™, PostgreSQL™, Mongo™, and oth-
ers. Cartridges may also be available that support the build
and continuous integration environments, such as a Jenkins
cartridge. Lastly, cartridges may be provided to support man-
agement capabilities, such as PHPmyadmin, RockMongo™,
10gen-mms-agent, and cron scheduler, for example. Adding
an instance of a cartridge from cartridge library 237 to an
application 235 provides a capability for the application 235
without the customer owning the application having to
administer or update the included feature.

The deployment of multiple applications 235 of multiple
customers on a single node 232 (VM) is a cost-efficient solu-
tion for PaaS providers. However, deploying a multi-tenant
PaaS solution raises a variety of concerns, including, for
example, how to efficiently deploy and share cartridges for
multi-tenant applications 235 on a single node 232. Embodi-
ments of the invention provide for deployment and sharing of
cartridges on a node 232 hosting multi-tenant applications
235 by establishing a cartridge library 237 on each node 232.
The cartridge library 237 acts as a source for embedding
cartridge instances in containers hosted by the node 232.
These cartridge instances provide functionality for multi-
tenant applications of the node 232. One embodiment of the
interaction between the server orchestration system 226 and a
node 232 to implement cartridges for multi-tenant applica-
tions is now described in more detail with reference to FIG. 3.

FIG. 3 is ablock diagram depicting a communication infra-
structure 300 between a server orchestration system 225 and
a plurality of nodes 232 according to embodiments of the
invention. In one embodiment, server orchestration system
226 and nodes 232 are the same as their counterparts
described with respect to FIG. 2. In one embodiment, each
node 232 is implemented as a VM and has an operating
system 315 that can execute applications 305 using the soft-
ware repositories 318 and cartridge library 320 that are resi-
dent on the nodes 232. In one embodiment, applications 232
are the same as applications 235 described with respect to
FIG. 2.

Each node 232 also includes a server orchestration system
agent 310 configured to track and collect information about
the node 232 and to perform actions on the node 232. Thus, in
one embodiment, using MCollective™ as the server orches-
tration system 226, the server orchestration system agent 310
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can act as a MCollective™ server. The server orchestration
system 226 would then act as the MCollective™ client that
can send requests, queries, and commands to the MCollec-
tive™ server on node 232.

As previously mentioned, cartridges provide the underly-
ing support software that implements the functionality of
applications 305. In one embodiment, an application 305 may
utilize one or more cartridge instances 330 that are run in one
or more resource-constrained containers 325 on nodes 232.
Cartridge library 320 provides an OS 315-based location,
outside of all application containers 325, that acts as a source
for cartridge instantiations 330 that provide functionality for
an application 305. An application 305 may use more than
one cartridge instance 330 as part of providing functionality
for the application 305. One example of this is a JavaEE
application that uses a JBoss™ AS7 cartridge with a support-
ing MySQL™ database provided by a MySQL™ cartridge.

A container 325 is a resource-constrained process space on
the node 232 to execute functionality of an application. In
some embodiments, a container 325 is established by the
node 232 with resource boundaries, including a limit and/or
designation of the amount of memory, amount of storage, and
security types and/or labels to be applied to any functions
executed by the container 325. In one embodiment, contain-
ers 325 may be established using the Linux Containers (LXC)
virtualization method. In some embodiments, a container 325
may also be known as a gear. In some embodiments, car-
tridges instances 330 for an application 305 may execute in
containers 325 dispersed over more than one node 232, as
shown with application 2 illustrated in FIG. 3. In other
embodiments, cartridge instances 330 for an application 305
may run in one or more containers 325 on the same node 232,
as shown with application 1 in FIG. 3.

In one embodiment, the server orchestration system agent
310 receives a request from the server orchestration system
broker 226 to create a container 305 to run a type of cartridge
that provides all or part of an application’s 305 functionality.
When the server orchestration system agent 310 receives the
request from the broker 226, it establishes a secure container
325 associated with a unique local Unix user ID (UUID) on
the node 232. In addition, the server orchestration system
agent 310 establishes the resources boundaries associated
with the created container 325 by creating directory and file
system locations associated with the container 325 (based on
a type of container the broker 226 instructed the node 232 to
create) and creating a control group associated with the con-
tainer 325.

Security policies for the container 325 are also established
by creating and applying security labeling and types to the
container 325 that fence off the container 325 from other
containers 325 on the node and to prevent the container 325
from accessing the underlying system resources of the node
232. Once a secure and resource-constrained container 325 is
established, the server orchestration system agent 310
invokes the cartridge library 320 in order to create a cartridge
instance 330 of the type of cartridge indicated in the request
from the broker 226.

FIG. 4 is a block diagram of a container 400 having car-
tridge instances that provide functionality for an application
in a multi-tenant PaaS system according to embodiments of
the invention. In one embodiment, container 400 is the same
as container 325 implemented in node 232, as described with
respect to FIG. 3. In some embodiments, an application may
use more than one cartridge as part of implementing func-
tionality for the application. As illustrated, container 400
includes multiple cartridge instances 440, 450, 460 embed-
ded in container 400. As an example, the cartridge instances
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440, 450, 460 embedded in container 400 include a JBoss™
application server (AS) cartridge instance 440, a MySQL™
cartridge instance 450, and a Jenkins™ cartridge instance
460. One skilled in the art will appreciate that embodiments
of the invention are not limited to the illustrated cartridge
instances and that different combinations and other cartridge
instances are possible in container 400.

Cartridges and their resulting cartridge instances 440, 450,
460 are responsible for handling cartridge callouts known as
hooks 445, 455, 465. The hooks 445, 455, 465 are executables
that handle container-specific details of configuring/starting/
stopping/deconfiguring the application that relies on the
given cartridge type. In one embodiment, to instantiate a
cartridge instance in container 400, the node can call the
configure hook for the cartridge type requested by the broker.
The configure hook call includes the name of the application
and any other initial data (e.g., a UUID of the container, a
namespace of the container, a name of the application, and,
potentially, a location of a sample application to deploy) used
in establishing the cartridge instance 440, 450, 460. The con-
figure hook invokes the cartridge library 405 to cause an
instance of the indicated type of cartridge to be embedded in
container 400.

The cartridge instance 440, 450, 460 is established based
on a cartridge package (a software package for a certain
software component) maintained in the cartridge library 405.
In one embodiment, the cartridge instances 440, 450, 460 are
established by copying the cartridge package data into the
container 400 space. This includes copying log information,
configuration information, handling security constraints, and
converting any configuration templates into the actual con-
figuration data for the application and container 400. The
cartridge package includes the software (or location to obtain
the software) that provides the underlying functionality of the
cartridge, as well as all hooks and configuration files that
support the underlying functionality of the cartridge. The
cartridge instance 440, 450, 460 established in container 400
configures the functionality of the cartridge specific to the
application based on the information via the configure hook.

In one exemplary embodiment, a variety of tasks are per-
formed when the configure hook 445 for the JBoss™ car-
tridge 440 is called for instantiation in container 400. For
example, a bash script may run that creates a local JBoss™
AS instance for the application associated with the container
400, which includes a standalone/deployments directory
mapped to the application’s git repository deployments con-
tent. The configure hook may also create the git repository
with git hooks to build and restart the server if a source
development model is in effect, set up a control shell script
that handles the work for the start/stop/restart/status hooks,
link log files to a monitoring API 430 of the container 400,
update a standalone.xml file with a loopback address assigned
to the application, and install HT'TP daemon (HTTPD) con-
figuration to proxy an external application URL to the con-
tainer 400.

Once the cartridge instance 440,450, 460 is configured, the
start hook can be called to start the functionality of the appli-
cation provided by the cartridge instance 440, 450, 460. The
stop hook may be used to stop the functionality provided by
the cartridge instance 440, 450, 460.

In some embodiments, the cartridge instances 440, 450,
460 can issue commands to request system information 410
of the application associated with the container 400, such as
information about the architecture 412 and packages 414
installed for the application. In addition, the cartridge
instances 440, 450, 460 can trigger events 420, such as
resource threshold violations, scaling events, notification
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triggers, and so on. In some embodiments, a monitoring API
430 in container 400 is provided to collect monitoring data
generated by each cartridge 440, 450, 460.

Each cartridge instance 440, 450, 460 may also communi-
cate using networking-based connectivity. For example, con-
tainer 400 is capable of Transmission Control Protocol
(TCP)-based communications via standard HTTP/HTTPS
480 and SSH 490 ports established with container 400. Each
cartridge instance 440, 450, 460 may bind to these standard
ports HITTP/HTTPS and SSH ports 480, 490 when the car-
tridge instances 440, 450, 460 are embedded in cartridge 400
in order to listen for HTTP/HTTPS or SSH communications
directed to the cartridge instances 440, 450, 460. The standard
ports 480,490 for HTTP/HTTPS and SSH may be established
for all containers, including container 400, in the multi-ten-
ancy PaaS environment, because theses communication pro-
tocols allow for virtual host routing, thus allowing the single
port (e.g., 80, 443, 490) to be multiplexed for multiple listen-
ers.

For example, for HTTP/HTTPS communications, ports 80
and 443 are the reserved ports used by the OS of the node to
receive this type of traffic. To address the multi-tenants (e.g.,
containers) that may receive HTTP/HTTPS traffic on a node,
the OS contracts with each container hosted by the OS to bind
to a user port, such as port 8080, to communicate (receive and
send) HTTP/HTTPS traffic. When HTTP/HTTPS traffic is
received by the node at ports 80 and 443, the OS of the node
handles routing this traffic to port 8080 of the endpoint con-
tainer 400 that has been bound to receive this traffic. A similar
virtual host routing mechanism may be employed for the
standard SSH port 490.

Inthe case of communication protocols that do not support
virtual host routing or multiplexing, the use of a public cus-
tom port 470 of the container 400 may be implemented. For
example, some communication protocols used by data stores
(e.g., MySQL, MongoDB, etc.) for data messaging cannot be
multiplexed to route traffic to different clients. An example of
such a communication protocol may be Performance Co-
Pilot (PCP), which has a communication protocol designed to
minimize consumption of network bandwidth. In one
embodiment, any cartridge instance 440, 450, 460 utilizing a
non-standard communication protocol can reserve an
exposed custom port 442, 452, 462 of the container 400 to be
used by the cartridge instance 440, 450, 460 as a unique port
for the custom communication protocol.

These exposed custom ports 442, 452, 462 may be mapped
to an ephemeral port of the node OS. For example, in the
Linux kernel, the ephemeral ports are ports 32768 to 61000.
In one embodiment, each container, such as container 400,
created in a node is reserved a limited number of the ephem-
eral ports. For example, container 500 may be assigned five
ephemeral ports 470 of the node OS, such as ports 33001,
33002, 33003, 33004, and 33005. Any of the cartridge
instances 440, 450, 460 embedded in container 400 may use
the expose port hook to open a connection to one of these
ephemeral ports and point the connection to the cartridge
instance as a custom port 442, 452, 462. Use of these custom
ports provides flexibility to containers and cartridge instances
of a multi-tenant PaaS system to support custom protocols,
and the ability to adapt to new communication protocols that
may be currently unknown to the PaaS system.

In some embodiments, when container 400 hosts more than
one cartridge instance 440, 450, 460, the cartridge instances
440, 450, 460 may utilize in-process communication to com-
municate with each other within the container 400. The cus-
tom ports discussed above may facilitate such in-process
communication.
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FIG. 5 is a flow diagram illustrating a method 500 for
establishing a cartridge library on a node of a multi-tenant
PaaS system according to an embodiment of the invention.
Method 500 may be performed by processing logic that may
comprise hardware (e.g., circuitry, dedicated logic, program-
mable logic, microcode, etc.), software (such as instructions
run on a processing device), firmware, or a combination
thereof. In one embodiment, method 500 is performed by a
broker layer server orchestration system executing on a com-
puting device, such as server orchestration system 226
described with respect to FIG. 2.

Method 500 begins at block 510 where the server orches-
tration system obtains underlying software for each cartridge
that is to be sourced to nodes in the PaaS system. In one
embodiment, obtaining the underlying software include
determining a source of distribution that a node can obtain the
software from. In some embodiments, a current OS distribu-
tion may be the source of cartridge functionality software,
and as such, information regarding where to access the soft-
ware is provided in the cartridge (instead of the software
itself). For example, when building a JBoss™ cartridge, the
JBoss™ software can be obtained from the RHEL™ OS
distribution, instead of separately packaging the JBoss func-
tionality. This distribution sourcing avoids having to package
up and maintain the software on the broker layer of the PaaS
system. In other embodiment, the cartridge functionality soft-
ware is packaged and maintained in the cartridge itself.

At block 520, a cartridge implementation is developed for
each cartridge to comply with constraints of the PaaS frame-
work specifications. For example, the cartridge implementa-
tion is developed to include the hooks that allow the cartridge
to be configured, deconfigured, run, stopped, and ports
exposed and concealed within a container on a node of the
PaaS system. Subsequently, at block 530, the cartridge is
bundled in a distribution package to be available as standard
software for the PaasS system. In one embodiment, this means
putting the cartridge in a format that can be managed and
distributed by a package manager. For example, the cartridge
may be bundled in an .rpm file format for distribution.

Atblock 540, the distribution package for each cartridge is
installed in a cartridge library at each node of the PaaS sys-
tem. In one embodiment, all available cartridge packages for
the PaaS system are installed at each node. In other embodi-
ments, cartridge packages may be selectively installed at
different nodes. In some embodiment, configuration manage-
ment software, such as Puppet™, may be utilized to distribute
the cartridge packages to nodes.

FIG. 6 is a flow diagram illustrating a method 600 for
instantiating a cartridge instance on a node according to an
embodiment of the invention. Method 600 may be performed
by processing logic that may comprise hardware (e.g., cir-
cuitry, dedicated logic, programmable logic, microcode,
etc.), software (such as instructions run on a processing
device), firmware, or a combination thereof. In one embodi-
ment, method 600 is performed by a node/VM executing on a
computing device, such as node 232 described with respect to
FIGS. 2 and 3.

Method 600 begins at block 610 where arequest is received
from a server orchestration system of a broker layer of a PaaS
system. The request is to establish and configure a new car-
tridge on the node. In one embodiment, the request includes a
type of cartridge to configure, an action, and parameters such
as a name of the application, a namespace/domain of the
application, and a UUID for the application.

At block 620, the provided information from the request is
utilized to establish a secure container associated with the
UUID on the node. Resources boundaries associated with the
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created container are established by creating directory and
file system locations associated with the container and creat-
ing a control group associated with the container. Further-
more, security policies for the container are established by
creating and applying security labeling and types to the con-
tainer that fence off the container from other containers on the
node and to prevent the container from accessing the under-
lying system resources of the node, thereby ensuring that
applications and/or application components owned by difter-
ent users can run securely on the same node.

At block 630, the server orchestration system agent
invokes a cartridge library on the node to create a cartridge
instance of the type of cartridge indicated in the request from
the broker. In one embodiment, a configure hook for the
cartridge type is called. Subsequently, at block 640, the car-
tridge library acts on the configure hook call by embedding an
instance of the called cartridge type in the established con-
tainer. In one embodiment, the cartridge instance is copied
from a cartridge package maintained in the cartridge library,
which includes the software (or location to obtain the soft-
ware) that provides the underlying functionality of the car-
tridge, as well as all hooks and configuration files that support
the underlying functionality of the cartridge. The cartridge
instance established in container then configures and pro-
vides functionality for the application.

FIG. 7 illustrates a diagrammatic representation of a
machine in the exemplary form of a computer system 700
within which a set of instructions, for causing the machine to
perform any one or more of the methodologies discussed
herein, may be executed. In alternative embodiments, the
machine may be connected (e.g., networked) to other
machines in a LAN, an intranet, an extranet, or the Internet.
The machine may operate in the capacity of aserver or aclient
machine in client-server network environment, or as a peer
machine in a peer-to-peer (or distributed) network environ-
ment. The machine may be a personal computer (PC), a tablet
PC, a set-top box (STB), a Personal Digital Assistant (PDA),
a cellular telephone, a web appliance, a server, a network
router, switch or bridge, or any machine capable of executing
a set of instructions (sequential or otherwise) that specify
actions to be taken by that machine. Further, while only a
single machine is illustrated, the term “machine” shall also be
taken to include any collection of machines that individually
or jointly execute a set (or multiple sets) of instructions to
perform any one or more of the methodologies discussed
herein.

The exemplary computer system 700 includes a processing
device (processor) 702, a main memory 704 (e.g., read-only
memory (ROM), flash memory, dynamic random access
memory (DRAM) such as synchronous DRAM (SDRAM) or
Rambus DRAM (RDRAM), etc.), a static memory 706 (e.g.,
flash memory, static random access memory (SRAM), etc.),
and a data storage device 718, which communicate with each
other via a bus 708.

Processor 702 represents one or more general-purpose pro-
cessing devices such as a microprocessor, central processing
unit, or the like. More particularly, the processor 702 may be
a complex instruction set computing (CISC) microprocessor,
reduced instruction set computing (RISC) microprocessor,
very long instruction word (VLIW) microprocessor, or a pro-
cessor implementing other instruction sets or processors
implementing a combination of instruction sets. The proces-
sor 702 may also be one or more special-purpose processing
devices such as an application specific integrated circuit
(ASIC), a field programmable gate array (FPGA), a digital
signal processor (DSP), network processor, or the like. The
processor 702 is configured to execute instructions 726 for
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performing the operations and steps discussed herein, illus-
trated in FIG. 7 by depicting instructions 726 within proces-
sor 702.

The computer system 700 may further include a network
interface device 722. The computer system 700 also may
include a video display unit 710 (e.g., a liquid crystal display
(LCD), a cathode ray tube (CRT), or a touchscreen), an alpha-
numeric input device 712 (e.g., a keyboard), a cursor control
device 714 (e.g., amouse), and a signal generation device 720
(e.g., a speaker).

The data storage device 718 may include a machine-read-
able storage medium 724 (also known as a computer-readable
storage medium) on which is stored software 726 (e.g., one or
more sets of instructions, software, etc.) embodying any one
or more of the methodologies or functions described herein.
The software 726 may also reside, completely or at least
partially, within the main memory 704 (e.g., instructions 726)
and/or within the processor 702 (e.g., processing logic 726)
during execution thereof by the computer system 700, the
main memory 704 and the processor 702 also constituting
machine-readable storage media. The software 726 may fur-
ther be transmitted or received over a network 774 via the
network interface device 722.

In one embodiment, the software 726 include instructions
for a resource server orchestration system agent 750, which
may correspond to server orchestration system agent 310 of
FIG. 3, and/or a software library containing methods that call
the server orchestration system agent for providing contain-
ers and cartridge instances in a multi-tenant PaaS environ-
ment implemented in a cloud computing system. While the
machine-readable storage medium 724 is shown in an exem-
plary embodiment to be a single medium, the term “machine-
readable storage medium” should be taken to include a single
medium or multiple media (e.g., a centralized or distributed
database, and/or associated caches and servers) that store the
one or more sets of instructions. The term “machine-readable
storage medium” shall also be taken to include any medium
that is capable of storing, encoding or carrying a set of instruc-
tions for execution by the machine and that cause the machine
to perform any one or more of the methodologies of the
present invention. The term “machine-readable storage
medium” shall accordingly be taken to include, but not be
limited to, solid-state memories, optical media, and magnetic
media.

In the foregoing description, numerous details are set forth.
It will be apparent, however, to one of ordinary skill in the art
having the benefit of this disclosure, that the present invention
may be practiced without these specific details. In some
instances, well-known structures and devices are shown in
block diagram form, rather than in detail, in order to avoid
obscuring the present invention.

Some portions of the detailed description have been pre-
sented in terms of algorithms and symbolic representations of
operations on data bits within a computer memory. These
algorithmic descriptions and representations are the means
used by those skilled in the data processing arts to most
effectively convey the substance of their work to others
skilled in the art. An algorithm is here, and generally, con-
ceived to be a self-consistent sequence of steps leading to a
desired result. The steps are those requiring physical manipu-
lations of physical quantities. Usually, though not necessarily,
these quantities take the form of electrical or magnetic signals
capable of being stored, transferred, combined, compared,
and otherwise manipulated. It has proven convenient at times,
principally for reasons of common usage, to refer to these
signals as bits, values, elements, symbols, characters, terms,
numbers, or the like.
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It should be borne in mind, however, that all of these and
similar terms are to be associated with the appropriate physi-
cal quantities and are merely convenient labels applied to
these quantities. Unless specifically stated otherwise as
apparent from the following discussion, it is appreciated that
throughout the description, discussions utilizing terms such
as “segmenting”, “analyzing”, “determining”, “enabling”,
“identifying,” “modifying” or the like, refer to the actions and
processes of a computer system, or similar electronic com-
puting device, that manipulates and transforms data repre-
sented as physical (e.g., electronic) quantities within the com-
puter system’s registers and memories into other data
similarly represented as physical quantities within the com-
puter system memories or registers or other such information
storage, transmission or display devices.

The present invention also relates to an apparatus for per-
forming the operations herein. This apparatus may be spe-
cially constructed for the required purposes, or it may com-
prise a general purpose computer selectively activated or
reconfigured by a computer program stored in the computer.
Such a computer program may be stored in a computer read-
able storage medium, such as, but not limited to, any type of
disk including floppy disks, optical disks, CD-ROMs, and
magnetic-optical disks, read-only memories (ROMs), ran-
dom access memories (RAMs), EPROMs, EEPROMs, mag-
netic or optical cards, or any type of media suitable for storing
electronic instructions.

Reference throughout this specification to “one embodi-
ment” or “an embodiment” means that a particular feature,
structure, or characteristic described in connection with the
embodiment is included in at least one embodiment. Thus, the
appearances of the phrase “in one embodiment” or “in an
embodiment” in various places throughout this specification
are not necessarily all referring to the same embodiment. In
addition, the term “or” is intended to mean an inclusive “or”
rather than an exclusive “or.”

Itis to be understood that the above description is intended
to be illustrative, and not restrictive. Many other embodi-
ments will be apparent to those of skill in the art upon reading
and understanding the above description. The scope of the
invention should, therefore, be determined with reference to
the appended claims, along with the full scope of equivalents
to which such claims are entitled.

What is claimed is:

1. A method, comprising:

maintaining, by a processing device of a node, a repository
of a plurality of packages that provide functionality for
multi-tenant applications executed by the node, each
package of the plurality of packages comprised of a
software and a configuration information specifying a
plurality of hooks;

receiving, by the node, a request to configure a first pack-
age from the plurality of packages, wherein the first
package is to provide functionality for one of the multi-
tenant applications executed by the node;

establishing, by the node, a container to provide process
space for the functionality of the first package;

calling, by the node, a configure hook from the plurality of
hooks specified in the configuration information of the
first package; and

in response to calling the configure hook, embedding, by
the node, an instance of the software of the first package
in the container, the instance of the software of the first
package copied from the repository of the plurality of
packages.
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2. The method of claim 1, wherein the plurality of hooks
comprise at least one of configure, start, stop, or deconfigure
hooks.

3. The method of claim 1, wherein the establishing the
container further comprises:

establishing a unique local user identifier (ID) correspond-

ing to the container;

establishing resource boundaries for the container; and

applying security labels to the container to prevent access

to processes of the container from other containers on
the node.

4. The method of claim 3, wherein the establishing the
resource boundaries comprises creating at least one of direc-
tories and file system locations associated with the container.

5. The method of claim 1, further comprising calling a
deconfigure hook from the plurality of hooks specified in the
configuration information of the first package, the deconfig-
ure hook to remove the instance of the software from the
container.

6. The method of claim 1, further comprising calling a start
hook from the plurality of hooks specified in the configura-
tion information of the first package, the start hook to start
execution of the instance of the software in the container.

7. The method of claim 1, further comprising calling a stop
hook from the plurality of hooks specified in the configura-
tion information of the first package, the stop hook to stop
execution of the instance of the software in the container.

8. The method of claim 1, further comprising:

receiving, by the node, a request to configure a second

package from the plurality of packages, wherein the
second package is to provide different functionality for
the one of the multi-tenant applications executed by the
node;

calling, by the node, a configure hook from the plurality of

hooks specified in the configuration information of the
second package; and

in response to calling the configure hook, embedding, by

the node, an instance of the software of the second
package in the container, the instance of the software of
the second package copied from the repository of the
plurality of packages.

9. A system, comprising:

amemory;

a processing device operatively coupled to the memory,

wherein the processing device is to:

maintain a repository of a plurality of packages that
provide functionality for multi-tenant applications
executed by the node, each package of the plurality of
packages comprised of a software and a configuration
information specifying a plurality of hooks;

receive a request to configure a first package from the
plurality of packages, wherein the first package is to
provide functionality for one of the multi-tenant
applications executed by the node;

establish a container to provide process space for the
functionality of the first package;

call a configure hook from the plurality of hooks speci-
fied in the configuration information of the first pack-
age; and

in response to calling the configure hook, embed an
instance of the software of the first package in the
container, the instance of the software of the first
package copied from the repository of the plurality of
packages.

10. The system of claim 9, wherein the plurality of hooks
comprise at least one of configure, start, stop, or deconfigure
hooks.
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11. The system of claim 9, wherein the processing device to
establish the container further comprises the processing
device to:

establish a unique local user identifier (ID) corresponding

to the container;

establish resource boundaries for the container; and

apply security labels to the container to prevent access to

processes of the container from other containers on the
node.

12. The system of claim 11, wherein the processing device
to establish the resource boundaries further comprises the
processing device to create at least one of directories and file
system locations associated with the container.

13. The system of claim 9, wherein the processing device is
further to call a deconfigure hook from the plurality of hooks
specified in the configuration information of the first package,
the deconfigure hook to remove the instance of the software
from the container.

14. The system of claim 9, wherein the processing device is
further to:

call a start hook from the plurality of hooks specified in the

configuration information of the first package, the start
hook to start execution of the instance of the software in
the container; and

call a stop hook from the plurality ot hooks specified in the

configuration information of the first package, the stop
hook to stop execution of the instance of the software in
the container.

15. The system of claim 9, wherein the processing device is
further to:

receive a request to configure a second package from the

plurality of packages, wherein the second package is to
provide different functionality for the one of the multi-
tenant applications executed by the node;

call a configure hook from the plurality of hooks specified

in the configuration information of the second package;
and

in response to calling the configure hook, embed an

instance of the software of the second package in the
container, the instance of the software of the second
package copied from the repository of the plurality of
packages.

16. A non-transitory machine-readable storage medium
including instructions that, when accessed by a processing
device, cause the processing device to:

maintain, by the processing device of a node, a repository

of a plurality of packages that provide functionality for
multi-tenant applications executed by the node, each
package of the plurality of packages comprised of a
software and a configuration information specifying a
plurality of hooks;

receive, by the node, a request to configure a first package

from the plurality of packages, wherein the first package
is to provide functionality for one of the multi-tenant
applications executed by the node;

establish, by the node, a container to provide process space

for the functionality of the first package;

call, by the node, a configure hook from the plurality of

hooks specified in the configuration information of the
first package; and

in response to calling the configure hook, embed, by the

node, an instance of the software of the first package in
the container, the instance of the software of the first
package copied from the repository of the plurality of
packages.
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17. The non-transitory machine -readable storage medium
of claim 16, wherein the plurality of hooks comprise at least
one of configure, start, stop, or deconfigure hooks.

18. The non-transitory machine -readable storage medium
of'claim 16, wherein to establish the container, the processing
device is further to

establish a unique local user identifier (ID) corresponding

to the container;

establish resource boundaries for the container; and

apply security labels to the container to prevent access to

processes of the container from other containers on the
node.
19. The non-transitory machine -readable storage medium
of claim 16, wherein the processing device is further to call a
deconfigure hook from the plurality of hooks specified in the
configuration information of the first package, the deconfig-
ure hook to remove the instance of the software from the
container.
20. The non-transitory machine -readable storage medium
of claim 16, wherein the processing device is further to:
receive, by the node, a request to configure a second pack-
age from the plurality of packages, wherein the second
package is to provide different functionality for the one
of the multi-tenant applications executed by the node;

call, by the node, a configure hook from the plurality of
hooks specified in the configuration information of the
second package; and

in response to calling the configure hook, embed, by the

node, an instance of the software of the second package
in the container, the instance of the software of the
second package copied from the repository of the plu-
rality of packages.

#* #* #* #* #*
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